" PN DN C [ d7T [ d2 | nxd3 c | D b6 ] H HT  [or Ko [§

5 | 130 | 95 | 65 | 4xik | 45 [100 |16 | 190 | 200 5 s

20 | 150 | 105 | 75 | 4xi | 58 100 [18 | 195 | 205 | 55 [

25 | 160 |15 | 85 | 4xik | 68 |100 |18 | 204 | 217 7 L

® N\ 0@1 32 180 | 140 [100 | 4x18 | 78 |60 |18 | 228 | 245 | 1 L

7 25/40 [ E0_[200 |50 |10 | 4x18 | 88 |160 |18 | 257 | 277 | k5 [

% %V ND 150-300 50 | 230 | 165 [125 | &x18 | 102 |80 |20 | 270 | 295 | 18 |

@ 65 [290 | 185 | 145 | 8x18 | 122 |250 |22 | 323 | 356 | 295 [

80 | 310 |200 | 160 | 8x18 | 138 | 250 |24 | 365 | 405 | 385 [°

@ 100|350 |235 [190 | 8x22 | 162 |320 |2k | 410 | 459 | 545 [

125 | 400 | 270 |220 | 8x26 | 188 | 400 |26 | 465 | 520 | 74 s

o 150 | 480 | 300 |250 | 8x26 |218 | 400 |28 | 560 | 610 | 105 [}

200 | 600 | 360 | 310 |12x26 | 278 | 450 |30 | 610 | 670 | 200 |

25 [250 | 730 | 425 [370 |12x30 |335 |500 |32 | 820 | 885 | 302 ¢

300 | 850 | 485 |L30 | 16x30 |390 |560 |3k | 945 | 1020 | 44O

200 | 600 | 375 |320 |12x30 | 285 | 450 |3k | 610 | 670 | 210 [

40 [ 250 [ 730 | 450 |385 |12x33 |3k5 |500 |38 | 900 | 975 | 340 |3

300 | 850 | 575 | 450 | 16x33 | 410 | 560 |42 1050 | 1140 | 480 [

: Tabel 1 i

-Se utilizeaza pentru aer, apa, abur, Presiunea Temperatura [°C] e

gaze, produse petroliere si alte fluide aominala 120 [ 200 | 250 | 300 [ 350 | 400 | 425 | 450 [

compatibile cu materialele robinetului Presiunea de lucru [Bar] :

-Presiunea maxima maxima de lucru 25 5 [ 22 [ 20 [ 17 [ 16 [ B [ 12 [ 10 |

in functie de temperatura conform tabel 1 40 40 | 35 | 32 | 28 [ 26 | 21 [ 19 [ 11 [

12 | Prezon A193 Gr.B8

11 |Piulita A194 Gr.8 |

10 | Roata de manevra Al26 C1B ¢

9 | Bucsa filetata AISI 410 -

8 | Presetupa A351 CF8

7 | Garnitura tijei Grafit <

6 | Capac A351 CF8

S - 5 | Gamitura Grafit g
—"gg 4 | Tija ATSI 321 =

L 3 | Ventil AISI 321 <

2 | Scaun AISI 321 2’

CARACTERISTICI TEHNICE CONSTRUCTIE L_|Cop A1 6% ;
: : Poz. | Denumirea Material 2

-Presiunca nominala: 25/40 -Flanse de le conform: DIN 2501/1, PN 25/40 o
“Diaaetrl noainat: 15,300 o] Lungii do constnustie onform: DIN 3302/1.F1 v ROBINET CU VENTIL rralll:
-Temperatura de lucru: -10°C....+450°C -Test hidrostatic conform: DIN3230: Filanr |°
-Etansare: 18%Ct/18%Cr Rezistenta:1.5xPN OTEL INOXIDABIL | TIJA ASCENDENTA |gg720NR0 [
-Actionare: Actionare manuala cu roata Etansare: 1.1xPN EUDIS DATA: |
de manevra VAIJVES ND 15‘300 PN 25/40 lm_g
EUDIS S.A Fig.720IN |,




